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http://www.metallpfister.ch
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mtextur ID
Fabricante
Email fabricante

Linea de producto

Detalles linea del
producto

Nombre material

Tipo material
eBKP

IFC

Area de aplicacion
(mtextur Classic)

Zonas de entrega

Tamano de la textura

CADy BIM

Hoja de datos mtextur: mtextur ID 23235 BATESE TR

23235
Metall Pfister
info@metallpfister.ch

reckmetall 3D-Maschen

Mit einer neuen innovativen Fertigungsart kénnen wir einige Streckmetall Maschen in der dritten
Dimension doppelt bearbeiten. Bereits das Ausgangsmaterial weist eine Dreidimensionalitat auf
und diese wird durch das neue Verfahren verdoppelt und macht aus der regelméssigen
Streckmetallstruktur eine organische Oberflache in einmaliger Form.

MPFE 3D-28S Aluminum eloxiert Gol
Metal / Metales estirados

E 2.3 Facade cladding / E 2.3 Fassadenbekleidung / E 2.4 Facade systems / E 2.4
Fassadensystem

IfcCovering / IfcCurtainWall

Exterior / Pared / Fachada
Interior / Pared / Fachada

CH/ LI

Altura: 312.0 mm / Anchura: 400.0 mm

IMPORTANT LEGAL INFORMATION FOR USAGE OF THE MTEXTUR-DATABASE AND MTEXTUR DATASHEET:

In the mtextur-database and the mtextur-datasheet you can find a variety of high-quality digitalized materials, classified according material-
type and subtype, color scope, field of application, manufacturer and product-line. The liability of the colors and the pattern of a CAD-
texture can not always be guaranteed. For binding samples and additional questions please get in contact with the manufacturer or reseller
directly (request link on material page). The information found on the mtextur-database is carefully collected and tested. Nevertheless are
there possibilities for mistakes or wrong information. The publisher, h2c GmbH, the according manufacturers and resellers are not liable for
any missing or incorrect information and its outcome, except h2c GmbH acts insofar willful.
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Hoja de datos mtextur: mtextur ID 23235 BATESE TR

Longitud méxima /

Formato Longitud = 1500 mm / Anchura = 3000 mm

Caracteristicas frontale Offnung: 34% +/- 5 | Luftdurchlass 49% +/- 5

IMPORTANT LEGAL INFORMATION FOR USAGE OF THE MTEXTUR-DATABASE AND MTEXTUR DATASHEET:

In the mtextur-database and the mtextur-datasheet you can find a variety of high-quality digitalized materials, classified according material-
type and subtype, color scope, field of application, manufacturer and product-line. The liability of the colors and the pattern of a CAD-
texture can not always be guaranteed. For binding samples and additional questions please get in contact with the manufacturer or reseller
directly (request link on material page). The information found on the mtextur-database is carefully collected and tested. Nevertheless are
there possibilities for mistakes or wrong information. The publisher, h2c GmbH, the according manufacturers and resellers are not liable for
any missing or incorrect information and its outcome, except h2c GmbH acts insofar willful.
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